PAINTING 14-2

LABORATORY SPRAY GUN

DESCRIPTION

Spray gun fall working with internal mixing air/paint, tank capacity 250 and
500 cc.

TECHNICAL SPECIFICATIONS

GT0873 - SPRAY GUN 250:

* Nickel-plated brass body, handle in hard plastic

+ Tank 250 cc

+ Rotating head for wide spraying

« Air consumption: 60 Lt / min. with 2 Bar pressure working

EQUIPMENT:
« Spray gun with tank and nozzle @ 1Tmm

GT0873 GT0863 - SPRAY GUN 500:

SPRAY GUN 250 « Nickel-plated brass body, handle in hard plastic
OVERALL DIMENSION . ..100x170x300 mm « Tank 500 cc

0,6 kg + Rotating head for wide spraying

CT0863 « Air consumption: 150 Lt / min. with 4 Bar pressure working

SPRAY GUN 500 .
OVERALL DIMENSION . . - 120x170x350 mm EQSU'PMENT' th tank and nozzle B 19
WEIGHT .+ voo oo 0,8 kg « Spray gun with tank and nozzle @ 1,9 mm

ACCESSORIES AND SPARE PARTS

GT0873 - SPRAY GUN 250

GT0874 | Nozzle @ 0,3 mm with needle and head

GT0875 | Nozzle @ 0,5 mm with needle and head

GT0876 | Nozzle @ 0,7 mm with needle and head

GT0863 - SPRAY GUN 500

GT0864 | Nozzle @ 1 mm with needle and head

GT0865 | Nozzle @ 1,2 mm with needle and head

GT1194 | Nozzle @ 1,4 mm with needle and head

GT1461 | Nozzle @ 1,7 mm with needle and head

GT1462 | Nozzle @ 1,9 mm with needle and head

GT1463 | Nozzle @ 2,2 mm with needle and head

GT0870 | Nozzle @ 2,5 mm with needle and head

GT0871 | Nozzle @ 3,00 mm with needle and head

143 Gabbrielli Technology s.r.l - Via delle Bartoline 43 - 50041 - Calenzano - (Fi) - Italy - T: +39 055 8811113 - F: +39 055 8861551 www.gabbrielli.com-info@gabbrielli.com

Copyright © Gabbrielli Technology S.r.l.



